




AEF PREASSEMBLED SILT FENCE
• Effective and economical sedimentation control
.. Durable - easy to install

.. Oak post and lath construction, no sagging

.. Reuseable

Physical Properties
Fabric: UV resistant polypropylene
Fabric weight: (ASTM 0-3776C) 3.6 oz/syd
Tensile strength (Ibs.): (ASTM 0-4632) 140
Elongation: (ASTM 0-4632) 20%
Burst strength: (ASTM 0-3786) 300 Ibs
AOS: (ASTM 0-4751) 30
Slurry flow rate: , (VTM-51) 0.3 g/m/fF

AEF NONWOVEN GEOTEXTILES

AEF Silt Fence I

Size: 100' x 3'
Stakes: 5' oak with
30" laths - 7.7 1 on
center.
Fabric is sandwiched
between stakes and
laths and attached
with galvanized nails.

Fabric is 36" wide with
a 6" skirt for proper
installation.

AEF Silt Fence II

Size: 100' x 3'
Stakes: 4' oak, 7.7' on
center.
Fabric is attached to
stakes with naill
washers.

AEF Silt Fence III

Size: 100' x 3' with
cord and plastic net
backing.
Stakes: 5' oak, 7.7' on
center.
Fabric is attached to
stakes with nail!
washers.

• 100% staple polyester and polypropylene needle-punched fabrics
designed for multi-purpose engineered use

• Provide tensile reinforcement, filtration, and separation for roads,
roofs, railroads, ponds, dams, trenches, landfills, and many other civil
engineering and construction uses

Custom fabric and stake sizes available for individual state D.O.T. requirements.

• Resistant to tears, soil chemicals, puncture, ultra violet light exposure,
and are virtually unaffected by hydrocarbons, mildew, rot, and
freeze-thaw

Fabric style

AEF GEOTEXTILES - Specifications: minimum average roll values

480 HStt 480 680 HStt 680 880 1080 1280 1480 1680 1880 2080

4.0 4.0 6 6 8 10 12
150 150 200 200 270 340 410
60 85 70 85 120 130 145

120 90 180 145 210 260 335
75 100 75 100 100 100 100
45 50 80 75 145 145 195

215 170 250 230 380 500 700
50 55 75 70 110 130 145

70-140 70-140 70-140 70-140 70-140 140-200 140-200
170 150 100 145 140 100 90
1.7 2.3 1.9 2.0 1.9 1.25 1.2

Fabric oz/yd2

Weight grams/m2

Thickness (mils) ASTM D-1777
Grab strength (Ibs.) ASTM 0-4632-86
Elongation (%) ASTM 0-4632-86
Puncture strength ASTM 0-4833
Mullen burst strength (PSI) ASTM 0-3786-87
Trapezoid tear strength (Ibs.) ASTM 0-4533-85
AOS ASTM 0-4751
Water flow rate (GPM/fF) ASTM 0-4491
Permittivity ASTM 0-4491 (Sec-')
UV resistance ASTM 0-4355-84
% strength retained after 500 hours 85 85 85 85 85 85 85
STD. roll length (ft.) 400 400 400 400 300 300 200
STD. roll width (ft.)°o 12.5 & 15 ft. -!>

14
475
155
360
100
195
710
180

140-200
90
1.2

85
200

16
545
175
470
100
300
800
220

140-200
80
1.1

85
200

18
610
190
610
100
350
1200
250

140-200
80
1.1

85
200

20
675
210
675
100
385

1200t*
275
200
75
1.0

85
200

00 Seamed rolls and special widths available. Rolls wound on 4" (1.0.) cores and wrapped with black polyethylene film,
*Exceeds 1200 psi capacity of testing gauge. ttNeedled and heatset.

No warranty or guarantee expressed or implied is made regarding the performance of any product since the conditions of use are beyond our control. Nothing contained herein is to be construed as permisSion or recommendation to infringe
any patent. The informafion presented herein, while not guaranteed, is to the best of our knowledge accurate and reliable, American Engineering Fabrics Inc. assumes no responsibility for the use of information presented and hereby
disclaims ailliabilily in regard to such use.
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AEF GEOTEXTILES SUGGESTED USES:

Function/Application 480HS 480 680 680HS 880 1080 1280 1480 1680 1880 2080

Asphalt overlay X X X X

Drainage X X X X X

Separation X X X X X X X X

Reinforcement X X X X X X X X X X X

Embankment stabilization X X X X X X X

Railroad trackbed stabilization X X X X X X

Protective liner for geomembranes X X X X X X X

Pipe wrapping and trench drains X X X X

Waste and oil containment liner underlining X X X X X

Bridge deck reinforcement X X X

AEF WOVEN GEOTEXTILES
SPECIFICATIONS

Property Test Method Results Property Test Method Results

AEF100W AEF600W
Fabric structure Woven Fabric structure Woven
Polymer composition Polypropylene Polymer composition Polypropylene
Fabric width 12.5',15',17.5' Fabric width 12.5'
Fabric length 400' Fabric length 400'
Weight ASTM D-3776C 30z./yd. Weight ASTM D-3776C 6.30z./yd.
Grab strength ASTM 0-4632 1801bs. Grab strength ASTM 0-4632 400 x 250 Ibs
Trap tear strength ASTM 0-4533 651bs Trap tear strength ASTM 0-4533 100lbs
Burst strength ASTM 0-3786 350 psi Burst strength ASTM 0-3786 450 psi
Puncture ASTM 0-3787 (mod) 751bs Puncture ASTM 0-3787 (mod) 1251bs
Elongation ASTM 0-4632 20% Elongation ASTM 0-4632 25x 15
UV resistance ASTM 0-4335 70% + (500 hrs) UV resistance ASTM 0-4335 70% + (500 hrs)
Permittivity ASTM 0-4491 (Sec-') 0.14 Permittivity ASTM 0-4491 (Sec-') 1.5
AOS ASTM 0-4751 40 AOS ASTM 0-4751 40

AEF200W AEF650W
Fabric structure Woven Fabric structure Woven
Polymer composition Polypropylene Polymer composition Polypropylene
Fabric width 12.5',15',17.5' Fabric width 6',12'
Fabric length 400' Fabric length 300'
Weight ASTM 0-3776C 4.2oz./yd. Weight ASTM 0-3776C 6.30z./yd.
Grab strength ASTM 0-4632 200lbs Grab strength ASTM 0-4632 41O/28s lbs
Trap tear strength ASTM 0-4533 90lbs Trap tear strength ASTM 0-4533 115 x 651bs
Burst strength ASTM 0-3786 400 psi Burst strength ASTM 0-3786 495 psi
Puncture ASTM 0-3787 (mod) 90lbs Puncture ASTM 0-3787 (mod) 1351bs
Eiongation ASTM 0-4632 20% Elongation ASTM 0-4632 30%
UV resistance ASTM 0-4335 70% + (500 hrs) UV resistance ASTM 0-4335 70% + (500 hrs)
Permittivity ASTM 0-4491 (Sec") 0.125 Permittivity ASTM D-4491 (Sec") 0.247
AOS ASTM 0-4751 40 AOS ASTM 0-4751 70-100

AEF300W No warranty or guarantee expressed or implied is made regarding the pertormance of any product since the
Fabric structure Woven conditions of use are beyond our control. Nothing contained herein is to be construed as permission or

Polymer composition Polypropylene recommendation to infringe any patent. The information presented herein, while not guaranteed, is to the best of
our knowledge accurate and reliable. American Engineering Fabrics, Inc., assumes no responsibility for the use of

Fabric width 12.5',15',17.5' information presented and hereby disclaims aliliabiiity in regard to such use.
Fabric length 400'
Weight ASTM 0-3776C 5.8oz./yd.
Grab strength ASTM 0-4632 300lbs
Trap tear strength ASTM 0-4533 120lbs
Burst strength ASTM 0-3786 600 psi
Puncture ASTM 0-3787 (mod) 150lbs
Elongation ASTM 0-4632 20%
UV resistance ASTM 0-4335 70% + (500 hrs)
Permittivity ASTM 0-4491 (Sec") 0.106
AOS ASTM 0-4751 40
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