








STARRETT FLEX-BACK METAL CUTTING BAND SAW BLADES 100 Ft Coils

Flex-Back has an extremely hard edge and a flexible back for absorbing
heavy cutting stresses-an ideal blade for a wide range of jobs and
materials on standard horizontal and vertical band saw machines. Its
flexibility allows it to be run faster for such jobs as cutting gates and risers
off aluminum castings, many non-ferrous materials requiring the faster
surface speeds and wood.

Teeth
Width Thickness Per Teeth

Part No. (in.) (in.) Inch Type Set

~$$13828 1(4 .025 6 Regular Raker
1.;S813829 '~V4 .025 10 Regular Raker
U~S13a30 . , ~V4 .025 14 Regular Raker
LSS10015 V4 .025 18 Regular Wavy
~8S12898 % .025 24 Regular Wavy

LSS13831 0/8 ,025 6 Regular Raker
LSS13832 0/8 .025 8 Regular Raker
LSS13833 3/8 .025 10 Regular Raker
LSS13834 3/8 .025 14 Regular Raker
LSS10020 3fa .025 18 Regular Wavy

1.SS12904 0/8 .025 24 Regular Wavy
lSS13835 V2 .025 6 Regular Raker
LSS10025 1/2 .025 10 Regular Raker
L$S13837 V2 .025 14 Regular Raker
L.$81 0029 V2 .025 18 Regular Wavy

LSS10061 1/2 .025 24 Regular Wavy
LSS13840 314 .032 6 Regular Raker
LSS10037 314 .032 8 Regular Raker
LSS10038 3!4 .032 10 Regular Raker
LSS13841 3f4 .032 14 Regular Raker

Note: Welded to length blades available. Specify length (in feet and
inches), width, thickness, tooth pitch and type and set when
ordering.

LSS13027 1 .035 4-6/8
LSS13983 1 .035 5-8/S
LSS13028 1 .035 6-1 O/S
LS813984 1 .035 8-12/S

150 Foot Coils
LSS13088 % .035 4-6/S
L8813981 % .035 5-8/8
LSS13090 % .035 6-10/S

LSS15415 1 .035 10-14/8
1.:$S15791 1% .042 2-3/S
lSS14618 1% .042 3-4/8'
LSS13029 1% .042 4-6/S

8-12/S
10·14/8
10~14/S

Teeth
Per ~i1ch

.035

.035

.020

Width Thickness
(in.) (in.)

Matrix Ii . Regular Tooth Form - Powerband • Varipitch

Part No.

lss13982 % .035 8-12/8
!LS815402 3/4 ,035 10-14/8
1..8815789 1 .035 2-3/S
L8S14933 1 .035 3-4/8

100 Foot Coils
L8813980
LS815395
L8S15710

STARRETT MATRIX II VARIPITCH POWERBAND BAND SAW
BLADES

Powerband, the original bi-metal band saw blade, has a high speed steel
edge. The primary advantage to varipitch type blades is that they reduce
noise and vibrations considerably, and are recommended for general all
purpose cutting of solids, structurals and pipe. They assure faster cutting
rates over a wide range of materials in production cut-off on heavy duty
horizointal band saws. Tooth hardness of 64-65 Rockwell "e" makes
regular Powerband very versatile.

LSS13985 1% .042 5-8/S
LSS13030 1% .042 6-10/S
LSS15792 111'2 .050 2-3/S
LSS14935 11h .050 3-4/S

;1,:8S13261 1V2 .050 4-6/8
(,8815793 2 .050 2-3/S
LS815583 2 .063 3-4/8
LSS15584 2 .063 4-6/S

Note: Welded to length blades available. Specify length (in feet and
inches), width, thickness, tooth pitch and type and set when
ordering,

1 SOUTH SECOND ST. • D~ER -PARK,"N¥:'n72'9~{' 'J 'I~' " • ,-

Tel: 631-242-8555 • FAX: 631-66V-8869 ,185



This hacksaw blade cuts ceramics, plastics, glass resins, asbestos and
other abrasive materials that wear out the teeth of conventional blades. A
tough steel blade with multiple carbide grits permanently bonded to the
cutting edge. Self-sharpening with no teeth to break. Not recommended
for soft metals or materials.

STARRETT POWERBAND II M-42
Hi Metal High Speed Steel Band Saw

Part No.

LSS40204

Length x Width x
Thickness (in.)

12 x 5fs x .032
Starrett Power Band II M-42 is a bi-metal blade with super tough M-42
High Speed steel teeth welded to a flexible steel back. M-42 high speed
edge contains 8% cobalt for greater wear resistance and heat resistance.
Tooth hardness of RC67-69 means longer blade life and more aggressive
cutting of high temperature alloys and other abrasive exotics. Available in
both positive and straight tooth forms for all types of production cutting.
Perfect for production cutting with semi automatic and automatic ma­
chines and for both solid and shape cutting.

Powerband II M-42 Regular Tooth, Varipitch, 150 Ft. Coils

STARRETT CARBIDE GRIT ROD SAW

The ideal saw for cutting tough, abrasive materials in hard to reach
places. Carbide grit is permanently bonded to a tough, steel alloy rod. A
consistant coating on all sides of the rod allow you to cut in any direction.
Cuts ceramics, fiberglass, plastics, glass resins, asbestos and other
similar materials. Attaches easily to any standard 12" hacksaw frame.

Width Thickness Teeth
Part No. (in.) (in.) Per Inch

;LSS13991 .035 4-6/S
L8816598 .035 5-8/S
LS816599 .035 6-10/S
LSS13992 .035 8-12/S
lSS16600 .035 10-14/S

LSS16199 1 .035 2-3/P
LSS16601 1 .035 3-4/S
LSS13256 1 .035 4-6/S
LSS13993 1 .035 5-8/S
LSS16602 1 .035 6-10/S

Part No.

LS840203

Length x Width x
Thickness (in.)

12 x .098 Dia.

~SS13994 1 .035 . 8~12/S'

LSS16603 1 .035 10-14/8
LSS16742 1% .042 2-3/S
:LSS16743 1% .042 3~4/S

\L8S13260 1% .042 4-6/S,'

LSS16201 lV4 .042 5-8/S
LSS16744 1% .042 6-10/8
LSS16745 1% .042 8-12/S
LSS16900 1V2 .050 2-3/8
LSS16747 1V2 .050 3-4/S

(S816203 1V2 .050 4-6/S
LS816205 2 .063 2-3/P
LS815031 2 .063 3-4/P
!LSS16901 2 .063 4-6/8

Note: Welded to length blades available. Specify length (in feet and
inches), width, thickness, tooth pitch and type and set when
ordering.

STARRETT GREENSTRIPE POWER HACKSAW BLADES

J .•...•

Starrett Greenstripe Power Hacksaw Blades are Safe-Flex Bi-Metal High
Speed Steel, for hard-to-saw metals, ganged work pieces and materials
of uneven or interrupted section. They feature shatterproof construc­
tion-a hardened high speed steel cutting edge welded to a tough,
flexible back combines high-efficiency cut-offwith resistance to mechani­
cal shocks and stresses.

Length x Width x Teeth
Part No. Thickness, (in.) Per Inch

BM4410JE 14 x 1 x .050 10
BM4414JE 14 x 1 x .050 14
BM4506JE 14 x l%x .062 6
BM4510JE 14 x 1% x .062 10
BM4604JE 14 xl V2X .075 4
BM4606JE 14 xl V2 x .075 6
BM8506JE 18 x 1V4 x .062 6
BM8510JE 18 x 1V4 x .062 10
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