
For best fit when notching. select the grinder roller closest to
the mating part diameter.

Grinding
Capacity (in.)

JANCY PIPE AND TUBE NUTCHER

Weight
(Ibs.)

N42244
N42246
N42248
N42250
N42252
N42254
N42256
N42258
N42260
N42264
N42270
N42276

Part No.

Dimensions
(in.)

.787 N42220 1.732

.866 N42222 1.811

.944 N42224 1.898
1.023 N42226 1.968
1.102 N42228 2.047
1.181 N42230 2.126
1.259 N42232 2.204
1.338 N42234 2.283
1.417 N42236 2.362
1.496 N42238 2.519
1.574 N42240 2.755
1.653 N42242 2.992

Stock Grinding Rollers

Roller 00 Part No. Roller 00

Speed
Motor Belt

Jancy's all new Economy model pipe and tube
notcher features a large easy to operate slide
bar handle to control the in feed during the
notching process. Produce gap free fits in
seconds on pipe or tube from %" to 3" outside
diameter, regardless of wall thickness.
Graduated vise pivots 0 to 60 0 and secures
quickly on desired angle. Adjustable cross feed
table positions vise for optimum belt life locking
into place during the in feed grinding process.
Increase your notching productivity, reduce
welding cost and eliminate expensive
machining processes. Jancy's provided
premium abrasive grinding belts dramatically
improve work quality and appearance on a
wide range of materials including steel,
aluminum, stainless, titanium and most alloys.

Motor
HP Voltage

Belt Size
(in.)

Part
No.

JAN90000 4x77% 4.0 220V-3Ph 3420RPM 98.4FPS %-3 59 x 47 x 19V2 430

Bending capacities of select materials

JANCY-ERCULINA SUPER BENDER
• Produces repeatable bends from 0 to 1800

• Centerline bend radius as small as two times
diameter of workpiece depending on
material and wall thickness

• Operates on 120V single phase
• Easy setup with quick former mounting
• Foot pedal switch controls bending

operation
• Easy to read LED displays bend angle
• Adjustable spring back setting selector
• Electronic braking system
• Swing away vise
• Overload protection circuity
• Constant bending speed ensures uniform
bends

• Adjustable motor deceleration selector
• Lightweight portable design for job site

bending
• Hidden base wheels and lift handle

NetWt.
(Ibs.)

Bending
Range

Min. Center
Line Radius (in.)

Max. Norm
Capacity (in.)

Max. Max. wall
Capacity thickness

1.5001D SCH 40
1.875 .140

1.875x.125 .125
1.875 x .109 .109

2.125 .128

2.000 .156
2.500 .125

2.500 .156

1.250 NA
.312 x 1.875 NA
.812 x 1.562 .125
1.562 x 1.562 .125
1.187 x 1.187 NA
1.562 x 1.562 .187
1.250 x .625 .187

Motor

Material

Pipe
Standard steel tube
Soft brass
Stainless steel
Welded tube for
furniture

Hydraulic tube
ST35

Hydraulic stainless
tube

Hard copper &
Aluminum

Round solids
Rectangular solids
Rectangular tubing
Square tubing
Solid Tube
Mild steel T
Mild steel C channel

Width
(in.)

Length
(in.)

Height
(in.)

Part
No.

JAN95100 36 24 10 120V
1500 Watts

1.625 x .140 Two Times
Diameter of Work
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Highly efficient, hand operated
units for notching gas pipes,
steam pipes, and other round
and square steel sections
made of steel, stainless steel
and non ferrous materials,
Unique design ensures accu­
rate, quick cutting of slots re­
quired for welding at 90° an­
gles. May also be used for
making double corner joints
and for cutting venting slots in
round and square sections
from 11116" diameter up and with
a wall thickness of 3116" max.

Cuts Pipe 0.0. (in.) Nom Pipe Weight
Min. Max. Size (in.) (Ibs.)

11;16 1% %,1,1% 16
F/a 23/a 1Y2,2 33
11;16 2% 1%,1 1/2 13

*For sink outflow

Part No.

JAN91 001
JAN91 002
JAN91 003*

PORTABLE PIPE NOTCHERS
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Shipping Wt.
(Ibs.)

3/a"

Rod Cutting
Capacity

(Mild Steel)

STANDARD SQUARE PUNCH AND
DIE SETS AVAILABLE:
Va", 3116", %",5116", 3/a", 7/16", V2".

Shearing/Nibbling
Capacity

(Mild Steel)Part No.

HET04000

DEEP THROAT BENCH PUNCH
Punches up to V2" Holes in up to Va" Mild Steel

Full eight-inch throat depth allows maxi­
mum utility for punching wide
stock ... punches to the center of a 16
inch circle. Double crank handle drive
provides easy operation. Body is ductile
iron and wearing parts are hardened
and ground. Includes 114" round punch
and die set unless otherwise specified.
STANDARD ROUND
PUNCH AND DIE SIZES AVAILABLE:
1116",3/32",5/64",7/64", Va", 9/64", 5/32", 1V64", 3116",
13/64", 7/32", 15/64", V4", 17/64", 9/32", 19/64", 511 6" ,

2V64", 1V32", 2¥64", 3/a", 25/64", 13/32", 27/64", 7116",
29/64", 15/32", Vl'.

PORTABLE HAND NIB
For Vise or Bench Mounting

A combination shear, nibbler and rod cut­
ter for vise or bench mounting. Shears or
nibbles up to 3/16" mild steel and cuts mild
steel rod up to 3/a". Nibbles irregular
shapes inside or outside. Inside nibbling
depth of cut is 4" from any outside edge.
Double crank construction for easy oper­
ation. Tool steel blades and rod cutting
dies are interchangeable and may be
sharpened.

A pertect unit for situations where many notches are required. Notches
gas pipe, steam pipe and other round and square steel sections of steel,
stainless, and non ferrous up to 3116" wall thickness with ease. Creates
pertect slots for welding at 90° angles, every time. Electric unit features a
heavy duty 2.2 kw electric motor with on/off switch and low voltage
protection.

ELECTRIC DRIVE PIPE NOTCHERS
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Wt.
(Ibs.)

Ya"

This all steel, portable, vise mounted
shear handles up to Va" mild steel or 0/16"
round rod. Mounts easily on any vise for
true portability. Compound leverage pro­
vides easy cutting action. Weighs only
181bs.

Vl'

Capacities (in.)
Hole Size Thickness

Cuts Pipe 0.0. (in.) Weight
Shearing Rod Cutting Part No. Min. Max. (Ibs.)
Capacity Capacity Shipping Wt. JAN92001 11;16 2% 145

Part No. (Mild Steel) (Mild Steel) (Ibs.) JAN92002* 11;16 23/a 160
HET01000 1/8" 5/16" 18 *Notching combination with sink outflow.

VISE MOUNTED PORTABLE SHEAR

Part No.

HET06000
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