


MASTER RESETTABLE
COMBINATION LOCK

SAFETY LOCKOUTS

Designed to comply with OSHA standard 1910.213 (b5) for machine guarding. High
tensile steel affords extra protection against unauthorized access. Vinyl coated and
plated to resist rust. Locking holes accommodate padlocks up to %" shackle
diameter. Use with Master #3 color coded padlocks for easy identification.
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ML420
ML421

Part No.

Makes remembering your combination easy - just program a familiar
number like your address, phone number, etc. 10,000 possible settings.
Perfect for giving others temporary access. Afterward just change combi­
nation to restore private control. Multiple users also can set whole groups
"combination-alike" for convenience. Corrosion-resistant solid brass
case. Nickel-plated, case-hardened steel shackle. Independently double
locking shackle legs.

MASTER STAINLESS STEEL
COMBINATION LOCK

Feature tough double-armored construction. Stainless steel outer case encloses
rugged wrought-steel inner case. Smooth 3-number dialing, with easy to read
numbers and sure grip serrated knob. Thousands of possible combinations. Self­
locking action automatically disarranges locking cams for maximum security. Dial
automatically immobilized when shackle is under tension to frustrate attempts at
"feeling out" the combination. Case-hardened steel shackle. Permanently lubri­
cated, rust-resistant mechanism. Black dial.

Shackle
Diameter (in.)

Master No. 3 series laminated steel pad­
locks with color coded bumpers for easy
identification when used with multiple lock­
outs. Case hardened steel shackle. Keyed
differently (keyed alike, master keyed or
cross keying available on request). Sup­
plied with 2 keys.
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ColorPart No.

ML3B
ML3W
ML3R
ML3G
ML3Y
ML3

COLOR CODED PADLOCKS
For Use With Safety LockoutsDescription

Resettable Combo Lock

Description

Combination Lock

Part No.

ML175

Part No.

ML1500

MASTER HASPS SAFEll lOCKOUT STARTER KITS

Rugged high-security hasps designed to complement the protection and quality of
Master padlocks. Patented construction. Heavy hard-wrought steel, ribbed for
maximum strength. Case-hardened steel locking eye. High security pin less hinge.
Rolled steel edges enclose and protect screws. Cadmium rustproofing. Complete
with 7 mounting screws.

Kit contains everything required to meet OSHA Regulations for machine guarding.
Each kit contains the proper number of safety lockouts, color coded padlocks,
identification tags and tag attachment collars to help you get started immediately.

Part No.

ML704
ML706

Hasp
Size

4V2"
6"

Accepts
Shackle Dia.

UpTo

Part No.

ML1220

ML1221

Contents

Two Lockouts, Six NO.3 Padlocks (1 ea. all six
colors), Six Identification Tags, Six Attachment
Collars
Six Lockouts, 18 NO.3 Padlocks (3 ea. all six colors),
18 Identification Tags, 18 Attachment Collars
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AMERICAN LOCK PROFESSIONAL 700 SERIES 5 PIN HIGH
SECURITY LOCKS

AMERICAN LOCK PROFESSIONAL SPECIALTV SERIES 8 PIN
MAXIMUM SECURITY LOCKS

Part No.

• Hardened steel body
• High security 5 pin tumbler cylinders
• Rekeyable and interchangeable cylinders
• Double steel ball locking
• Hardened solid steel coverplate
• 2W' wide, iVa" thick satin chrome plated

body with hardened alloy steel chrome
plated shackle

• Available keyed alike

Shackle Dim. (in.)

• Hardened steel bodies
• Maximum security 6 pin tumbler
• Easy-to-service, rekeyable and

interchangeable cylinders
• 2W' wide, 1" thick shrouded satin chrome

plated body with hardened alloy steel
shackle

• Available keyed alike

ALC700
ALC701

7/16 X 1Vi6

7116 X 2 Part No. Shackle Dim. (in.)

Available keyed alike ALC747 7116 X 1

Available keyed alike

AMERICAN LOCK PROFESSIONAL 5000 SERIES 5 PIN
SECURITY LOCKS

• Hardened solid steel body
• Maximum security 5 and 6 pin tumblers
• Hardened solid steel coverplate
• Double steel ball locking
• Easy-to-service keyable and

interchangeable cylinders
• Satin chrome plated body with case

hardened steel chrome plated shackle
• Available keyed alike

1%"

Width

7%"

Length

AMERICAN LOCK 8ff HEAVY om HINGE HASP

ALC825

Hardened Steel Safety Hasp., Straight Bar 7116". All hardened,
super security.

Part No.

Body Dim. (in.)Shackle Dim. (in.)Part No.

Available keyed alike

ALC5100
ALC5200
ALC5260

V4 xi
5;16 xi 1fB
3Jsx1Va

1V2x%
i 3J4 x 3J4
2" x 3J4

AMERICAN LOCK PROFESSIONAL SPECIAL1Y 2000 SERIES
6 PIN MAXIMUM SECURITY LOCKS

AMERICAN LOCK SUPER SECURITY STEEL HASPS

Part No.
Length

(in.)

Hardened steel - on - steel, cen­
tered hole. Recessed concealed
screws. All hardware included.
This hasp is designed for use
with 2000 series locks.

Width
(in.)

• Solid one piece case
• Maximum security 6 pin tumbler cylinder
• Patented shackleless design
• 27Js" diameter, 1:12" thick polished chrome

plated body
• Available keyed alike

Part No.

ALC2000
ALC535 5 2 Available keyed alike
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