
STARRETT OUTSIDE MICROMETER CALIPERS
NO. 230 SERIES

STARRm OUTSIDE MICROMETER CALIPERS
NO. 436 SERIES

STARRETT BALL ATTACHMENT FOR OUTSIDE MICROMETER
CALIPERS

Oto 1"

Range

Precision performance combined with strength, rigidity. lightness and moderate
price. Forged frames, ribbed for extra strength, have black enamel finish and are
tapered for use in narrow slots and tight places. Advanced design with correct
thimble diameter for perfect balance, easy handling. Satin chrome finish on sleeve
and thimble. Staggered lines and distinct figures on sleeve. QUick-reading figures
on thimble with every thousandth numbered. Micro-lapped finish on anvil and
spindle faces. One-piece hardened spindle with threads ground from the solid and
stabilized.

WITHOUT RATCHET STOP, NO LOCK NUT

Part No. Range Graduation Face

LSS436P-1 Oto 1" .001 Steel
LSST436P-1 Oto 1" .0001 Steel
LSS436P-3 2t03" .001 Steel

WITH FRICTION THIMBLE AND LOCK NUT

Part No. Range Graduation Face

LSS436FL-1 Oto 1" .001 Steel
LSST436FL-1 Oto 1" .0001 Steel
LSST436XFL-1 Oto 1" .0001 Carbide

WITH RATCHET STOP AND LOCK NUT

Part No. Range Graduation Face

LSS436RL-1 Oto 1" .001 Steel
LSST436RL-1 oto 1" .0001 Steel
LSST436XRL-1 oto 1" .0001 Carbide
LSS436RL-2 1 to 2" .001 Steel
LSS436RL-3 2 to 3" .001 Steel
LSS436RL-4 3 to 4" .001 Steel
LSS436RL-5 4to 5" .001 Steel
LSS436RL-6 5to 6" .001 Steel

STARRETT DIGITAL MICROMETERS

LSST216XRL-1

Part No.

Starrett No. 216 Digital Micrometers make readings faster and easier for every
machinist, tool maker and inspector regardless of degree of experience. Held and
used in the conventional way, thousandths of an inch are read directly from a
counter. Ten-thousandths ofan inch are taken from aquick-reading vernier scale on
the micrometer sleeve. The frame-mounted counter saves considerable handling
time since its numbers can be read without moving fingers from thimble or microm­
eter from hand. Features include a ratchet stop and lock nut to assure repeat
accuracy, satin chrome finish allover and carbide measuring faces.

Face

Carbide
Carbide

Steel

.001

.0001

.0001

Graduation

0-1"
0-1"
0-1"

Range

For No.2, No. 226, No. 230 Series Micrometers and No.
263 Series Micrometer Heads, .235" diameter Anvil
For No. 436, 224A and 242AA Series Micrometer heads,
.270" diameter Anvil.
For Nos. 216, 1212, 1230 Micrometers, .250" diameter
Anvil.

DescriptionPart No.

Part No.

LSS230XRL
LSST230XRL
LSST230FL

Starrett Micrometers having spindle sizes listed below can be instantly
converted for measuring wall thickness of tubing, split and full bearings,
sleeves and other parts with rounded surfaces by means of the No. 247
ball attachment shown here. Easily applied by snapping on to end of
either anvil or spindle, thus permitting two attachments to be used
together. Balls are hardened, measure .200 inch and 5mm diameters and
move freely in the retainer insuring positive contact with anvil and spindle.
THE DIAMETERS, .200 INCH OR 5 MM OF EACH BALL USED, MUST BE
SUBTRACTED FROM THE MICROMETER READING.

LSS2470

LSS247A

Starrett 0 to 1 inch Satin Chrome Micrometers are extremely popular for
all-around precision measuring. Made with full finish tapered frame,
these micrometers have outstanding features that give lasting precision
plus fast, easy measurement. The LSS230XRL and LSST230XRL feature
ratchet stop and lock nut plus tungsten carbide measuring faces. The
LSST230FL features a friction thimble and lock nut.

LSS247B
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(( GENERAl: ») POCKET CALIPER (( GENERA!:)) 5" SLIDE CALIPER «GENERAl: ») UTILITY VERNIER CALIPER

• Handy stainless steel slide caliper with inside
and outside readings in metric and inches

• Decimal equivalents
• 3" Capacity

• Inside and outside jaws and full length depth
gage

• Friction roller adjustment for accurate
measurement of fractions of an inch or mm

• Slide lock for gaging
• Economical steel vernier calipers have 5"

(125mm) Capacity

Description

5" Slide Caliper

Part No.

GEN729

• Versatile stainless steel caliper with inside
and outside readings in 16ths and 32nds

• Decimal equivalents table on back
• 5" Capacity

Description

5"/75mm Pocket CaliperGEN132ME

Part No.

Part No. Description

ROUND SHANI( CIRCLE CUTTER GEN721 5" Vernier Caliper

ECONOMY CIRCLE CUTTER

DescriptionPart No.

This industrial quality cutter is the most pre­
ferred by professionals.
• W' round shank for drill press use
• Replaceable W' high speed tool steel bit and

replaceable W' pilot drill
• Adjusts from 1314" to 8" diameter circles

HEAVY DUTY CIRCLE CUTTER

Description

Circle Cutter, R.S.GEN5B

Part No.

A favorite among customers everywhere for
more than 30 years.
• Adjusts from 1" to 5W' diameter circles
• Replaceable 3/16" high speed steel bit and

replaceable W' pilot drill

Description

Circle Cutter

Part No.

GEN4

• Combination round and square shank circle
cutter for use with drill press or bit brace

• Replaceable 3/16" high speed steel bit and
replaceable 1V64" pilot drill

• 7/a" to 4" Capacity

«GENERAl:» POCKET SCRIBERS«GENERAl: » WASHER AND GASKET CUTTER

(( GENERAl: » TUNGSTEN CARBIDE POINT
SCRIBERS

GEN55 Circle Cutter, H.D.

• Cuts washers and gaskets in leather, rubber,
cork, graphite, fiber, copper and other soft
materials

• Combination round and square shank
permits use with bit brace or han(j drill

• Made of steel with graduated beam to adjust
to diameters from W' to 6W'

• Two independently adjustable cutter blades
cut inside and outside diameters
simultaneously

These scribers have replaceable hardened and
centerless ground points. Point reverses into
knurled body for safety. conforms to govern­
ment specifications GGG-131 e.

Part Body Blade Overall
Description No. Dia. Length Length

Carbo Point Scriber GEN81 3/a" 27/a" 57/8"
Carbo Scriber/Magnet GEN83 V4" 23/8" 43/4"

These scribers have tungsten carbide tips for
marking stainless steel, copper, ceramics and
glass. Includes a screw chuck for reversing
point when not in use. Scriber with Alnico per­
manent magnet picks up small parts and re­
trieves steel chips from hard to reach places.
Measures 6" overall.

Part No.

GEN88
GEN88CM

Description

Gasket Cutter

Part No.

GEN11
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ECONOMY PRECISION RULES
length Width Grad. Graduations

Part No. (in.) Finish (in.) Type Side 1 Side2

GEN616 6 (Flex.) Regular 1%2 5R 10ths, 100ths 32nds.64ths
GEN634 6 (Flex.) Regular 1%2 4R 8ths, 16ths 32nds, 64ths
GEN676 6 (Rigid) Regular 314 4R 8ths, 16ths 32nds, 64ths
GENCF616 6 (Flex.) Chrome 15/32 5R 1Oths. 100ths 32nds, 64ths

GENCF634 6 (Flex.) Chrome 15/32 4R 8ths, 16ths 32nds, 64ths
GENCF676 6 (Rigid) Chrome 3/4 4R 8ths, 16ths 32nds.64ths
GENCF1216 12 (Flex.) Chrome '5/32 5R 1Oths. 100ths 32nds.64ths
GENCF1234 12 (Flex.) Chrome '%2 4R 8ths, 16ths 32nds, 64ths
GENCF1276 12 (Rigid) Chrome 1 4R 8ths, 16ths 32nds, 64ths

GEN3001 6 (Flex.) Regular 1%2 300 Series 32nds, 64ths Dec. Equiv.
GEN308 6 (Rigid) Regular 3J4 300 Series 32nds, 64ths Dec. Equiv.
GEN310 6 (Rigid) Regular 3J4 300 Series 32nds, 64ths B&S Wire Gage

STARRETT® PRECISION RULES
length Width Grad.

Part No. (in.) Finish (in.) Type Graduations

LSS604R-6 6 Regular 3J4 4R 8ths, 16ths, Quick Reading 32nds. 64ths
LSSC604R-6 6 Chrome 3J4 4R 8ths, 16ths, Quick Reading 32nds, 64ths
LSS604R-12 12 Regular 1 4R 8ths, 16ths, Quick Reading 32nds, 64ths

Spring Tempered LSSC604R-18 18 Chrome 1% 4R 8ths, 16ths, Quick Reading 32nds. 64ths
Steel Rules LSSC604R-24 24 Chrome 1V4 4R 8ths, 16ths, Quick Reading 32nds, 64ths
600 Series lSSC604R-36 36 Chrome 1% 4R 8ths, 16ths. Quick Reading 32nds, 64ths

lSSC604R-48 48 Chrome 1% 4R 8ths, 16ths, Quick Reading 32nds, 64ths
LSSC604RE-6 6 Chrome 3/4 4R 604RE-6 and 604RE-12 show end grad. in 32nds

both ends, one side
LSSC604RE-12 12 Chrome 4R

Heavy Spring LSSC404R-24 24 Chrome 1% 4R 8ths, 16ths. Quick Reading 32nds, 64ths
Tempered Steel Rules LSSC404R-48 48 Chrome 1V2 4R 8ths, 16ths. Quick Reading 32nds. 64ths

400 Series LSSC404R-60 60 Chrome 1112 4R 8ths, 16ths. Quick Reading 32nds, 64ths

LSSC304R-24 24 Chrome 3/4 4R 8ths, 16ths. Quick Reading 32nds & 64ths
LSSC305R-6 6 Chrome 1h 5R Quick Reading 1Oths, 32nds. 64ths
LSSC305R-12 12 Chrome V2 5R Aircraft Quick Reading 100ths

Full Flexible Steel LSSC305R-18 18 Chrome 314 5R Aircraft Quick Reading 100ths

Rules 300 Series LSSC305R-24 24 Chrome 3J4 5R Aircraft Quick Reading 100ths
LSSC306R-6 6 Chrome V2 6R One Side Only-Quick Reading 10ths (.010)
LSSC306R-12 12 Chrome V2 Top Edge, Aircraft
LSSC309R-6 6 Chrome V2 9R 16ths and Quick Reading 32nds, one side, Quick

Reading 64ths reverse side
LSSC310R-6 6 Chrome V2 10R Quick Reading 32nds and 64ths, one side only
LSSC310R-12 12 Chrome V2 10R Quick Reading 32nds and 64ths, one side only

Length Width
Part No. (mm) Type (mm) Graduations

Steel Rules With LSSC330150 150 Full Flexible 12.7 No. 30V2mm one side,
Metric Graduation LSSC330300 300 Full Flexible 12.7 1hmm reverse side

length Width Grad.
Part No. (in.) (in.) Type Graduations

Satin Chrome LSSCD604R-6 6 3J4 4R 8ths, 16ths, Quick Reading 32nds & 64ths
Hook Rules

Length Width
Part No. (in.) (in.) Graduations

Full Flexible Steel LSSC310K-6 6 V2 32nds, 64ths
Rule w/Pocket Clip
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